
STD. PWD

TRAP

1" MIN. CLEARANCE

SEAL WITH

NON-SHRINK GROUT

UNDERDRAIN

PIPE

SEALED CAP

WITH ORIFICE

SEALED CAP

WITH ORIFICE

AS SPECIFIED

UNDERDRAIN

PIPE

1" MIN. CLEARANCE

SEAL WITH

NON-SHRINK GROUT

SEALED CAP

WITH CENTERED

ORIFICE

STD. PWD

TRAP AND

CONNECTION

TO SEWER

TRAP

INVERT

UNDERDRAIN

INVERT

7-1/2" MIN.

SECTION B-B

SECTION A-A

FROM SMP

B

B

A A

NOTES:

1. ALL CONCRETE COMPONENTS,

INLET GRATE AND FRAME, INLET

TRAP, AND CONNECTION TO

SEWER SHALL BE PWD STANDARD

CONSTRUCTION.

2. HIGHWAY INLET DEPICTED; DESIGN

IS GENERALLY APPLICABLE TO ALL

PWD STANDARD INLETS.

3. THIS INLET HAS A SEWER

CONNECTION AND AN UNDERDRAIN

ONLY FROM A STORMWATER

SYSTEM (SMP).

4. TOTAL EXTENSION OF

UNDERDRAIN AND CAP ASSEMBLY

INTO INLET TO BE 0'-3" FROM INLET

WALL TO END OF CAP

STD. PWD PRECAST

INLET BOX

CAP TO EXTEND INTO

INLET 0'-3"

UNDERDRAIN

EXTENSION

(SEE NOTE 4)

STANDARD INLET WITH UNDERDRAIN CONNECTION


