NOTES:

1. THE TRUNK OF THE TREE
SHALL NOT BE USED AS A
LEVER IN POSITIONING OR
MOVING THE TREE.
CONTRACTOR SHALL LEAVE
NURSERY/CONTRACTOR SEAL
IN PLACE.

2. TREE PIT MAY EXTEND TO
NATIVE SOIL. REFER TO
INDIVIDUAL SMP PROFILE FOR
TREE PIT DEPTH.

CONTRACTOR SHALL EXPOSE THE
TREE ROOT FLARE PRIOR TO
PLANTING TO ENSURE THAT THE
BASE OF THE TRUNK FLARE IS
LEVEL WITH FINISHED GRADE AND
THE TREE IS PLUMB IN ALL
DIRECTIONS; TREES WITH ROOT
FLARES SET BELOW GRADE WILL BE
REJECTED.

PLACE ROOT BALL ON FIRMLY
PACKED SOIL PEDESTAL TO
PREVENT SETTLING AND
PROVIDE TREE STABILITY

6" CLEAN FILTER SAND LAYER

UNCOMPACTED YET STABLE

i

/ CUT TREE'S CENTRAL LEADER.

KEEP MULCH 6" AWAY FROM
= TRUNK FLARE

%V DO NOT HEAVILY PRUNE THE TREE AT
PLANTING. PRUNE ONLY CO-DOMINANT
LEADERS, BROKEN, DEAD OR DAMAGED
= \ BRANCHES. PRUNE WITH A CLEAN CUT PER
ANSI A300 & ISA (2008) STANDARDS. DO NOT
\,\ \

2" DOUBLE SHREDDED HARDWOOD MULCH
DRESSING AROUND ALL SIDES TO THE EDGE
OF THE SIDEWALK OPENING

CUT AND REMOVE 2/3 OF WIRE BASKET
AND BURLAP; REMOVE TREE WRAP OR
CARDBOARD TUBING FROM ALL TREE
TRUNKS. DO NOT LEAVE MATERIALS IN
THE TREE PIT.

3' PLANTING SOIL, MIN.

CLEAN WASHED AASHTO
NO.57 STONE

NON WOVEN GEOTEXTILE
TOPS AND SIDES

DISTRIBUTION PIPE

UNDISTURBED SOIL

SUBGRADE; SCARIFIED

TREE PIT IN STORMWATER TRENCH



