
5' TYP.

VARIES (2' TYP.)

5' TYP.

8" MIN.

LIMIT OF SAWCUT

AND CONC. APRON

STD. CURB

PWD STD. CITY INLET

FOOTWAY (TYP.)

EXISTING PAVEMENT

V
A

R
I
E

S

FULL DEPTH

SAWCUT

MATCH EXISTING

CURB REVEAL

PROPOSED CONCRETE APRON

TOP OF CURB

BOTTOM OF CURB

EXISTING BITUMINOUS

PAVEMENT

EXISTING CONCRETE BASE

PLAN

ELEVATION AT CURBLINE

SECTION

VARIES (2' TYP.)

PROPOSED CONCRETE APRON

STD. CITY INLET

TOP SLAB

8" MINIMUM

CONC. BASE

INLET WALL

3" MIN.

6" MAX.

THROAT

VARIES

FOOTWAY (TYP.)

NOTES:

1. MAXIMUM SLOPE OF APRON

PARALLEL TO CURB IS 2%.

2. MAXIMUM SLOPE OF APRON

PERPENDICULAR TO CURB IS 15%.

SLOPE VARIES,

SEE NOTES

VARIES

SEE NOTES

SEE NOTES

CONCRETE APRON AT CITY INLETS


