PvC

4" THICK CONCRETE RIN
2500 PSI

3x3 % WWM, PLACED IN BOTTO!
THIRD OF CONCRETE RING

" | 6"

CAP
DUCTILE IRON BOLTED

OBSERVATION WELL COVER

WITH GRAY IRON FRAME,
EAST JORDAN IRON WORKS
PRODUCT #0015702 OR
APPROVED EQUIVALENT

6" AASHTO #57 STONE

OBSERVATION WELL IN SOIL

P

FINISHED GRADE

VC CAP

SURFACE RESTORATION J
(VARIES)

STONE USED WITHIN GREEN
STORMWATER INFRASTRUCTURE
FACILITIES

NOTES:
1.  WELL COVER SHALL BE SECURED IN CONCRETE
SURROUND (1'-4" TOTAL DIAMETER) IF WELL IS
NOT OTHERWISE SECURED BY SURFACE

RESTORATION.

2. THE UNSLOTTED DEPTH IS LOCATED ENTIRELY
IN THE SUMP.

3. THE #4 REBAR SHOULD BE 16" IN LENGTH.

4.  WELL CASING IS TO EXTEND 6" ABOVE COVER'S

FRAME.

DUCTILE IRON BOLTED
OBSERVATION WELL COVER
WITH GRAY IRON FRAME,
EAST JORDAN IRON WORKS
PRODUCT #0015702 OR
APPROVED EQUIVALENT
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VARIES: TYPICAL TO

INVERT OF SMP OR DESIGNATED
OBSERVATION DEPTH

%..

PLUG—/ | [

/

\BENTONITE/CEMENT SEAL
WITH WELL COVER

\BACKFILL

4" PVC
SCHEDULE 40 PIPE

\4“ PVC SLOTTED WELL

SCREEN 0.01 SLOT SIZE

WITH PLUG. ATLANTIC SCREEN
AND MANUFACTURING INC.
ITEM #OES40400 OR APPROVED
EQUIVALENT

— | \#4 REBAR THROUGH CENTER OF

PIPE

\UNDISTURBED EARTH

OBSERVATION WELL IN PAVED SURFACE

OBSERVATION WELL



